Increased Generator
Efficiency

v

Increased Production During
Marginal Wind Conditions

v

Dramatically Reduced Repair
and Maintenance Costs

v

Simplified Computer Control
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Controller

The Auto Synchronous™ Controller (ASC)
from Enerpro can dramatically improve the
performance of your wind power
generators. [mprovements like:

# Increased generator production.

¢ [mproved generator and gearbox life.

# Zero contactor replacements.

The ASC is unique among wind
generator controllers because there is no
thyristor hypass contactor. The contactor-
less design of the ASC allows the generator
voltage to adjust to the generator shaft
torque. So your generator's efficiency is
enhanced in the 0 to 50% power range.

Equally important, with the ASC, the
generator produces no motoring forque
when the speed is less than synchronous.
And no motoring torque means:

* Motoring power is minimal. Your net
production will be higher.

Auto Synchronous”™

For Wind Turbine Generators

o Thyristors can be enabled at any speed
less than synchronous. The need for
Precison speed sensing is reduced.

® The generator can’t “fight the brake.”
The thyristors remain activated after the
brake is applied and there’s no torque snap-
off when the thyristors are de-energized.

There are over 2000 ASCs installed
throughout the world, all built on the
foundation of field-proven, industry
standard components like the Enerpro
three-phase thyristor firing board.

The Enerpro ASC is available as a
complete assembly or as a circuit board kit.

So whether you are planning a new
installation or want to get the very most
out of your existing wind power system, get
the Enerpro ASC.












